
 

Section 30 applications 

Temporary Structure – Supporting document/information requirements  

Location Plan: 

Site plan indicating where the temporary structure will be situated and proximity to highway. 

Information required: 

  The location of emergency exits from temporary structure. 
 

  How the temporary structure will be supported adequately/foundations? 
 

  Material that the temporary structure is constructed of and confirmation from the 
installer that the structure is in accordance with the manufacturer’s installation 
guidance. 

 

  Arrangements for early warning of fire and internal wall/ceiling surface lining 
 

  Details of the escape route away from the temporary structure, in the event of an 
emergency, to a place of safety (The route should be level uniform, non-slip and 
adequate in width, subject to the numbers in temporary structure occupation). 

 

  Details of lighting (artificial and emergency) for the temporary structure and routes 
away from as appropriate. 
 
 

  Details of ventilation for the occupants in the temporary structure. 
 

  Details of foul & waste water arrangements- drainage where 
sinks/dishwashers/toilets and alike are included within the temporary structure.  
 

  Details of washing and toilet facilities where provided. 
 

  Reasonable access arrangements for persons with a disability, access statement. 
 

  Stair/steps into the temporary structure will require guarding/handrail and tread and 
riser design and ramp- as item above) 
 

  The period / dates required for the temporary structure (placement and removal) 
 

  Additional information may be required resulting from consideration of the proposals 
received. 


